
Honeywell SuperVent®  – Competitive Comparison

PV Series SuperVents

90-Degree
Rotating Vent

 Yes Yes No No No Yes

Patented stainless steel
concentrator proven to be more

effi cient than competitors.

360-Degree
Rotating
Vent Collar

Technology
Used To
Eliminate Air

Stainless 
Steel
Concentrator

Dirt
Baffl e

Removable
Vent Assembly

Available
Fittings

 Yes No No No No No

 Patented Wire Mesh Mesh Mesh Over 150
 Stainless Steel Cage Cage Cage Cage Pall Rings
 Concentrator

 Yes No No Yes Yes Yes

 Full Partial Partial Partial Partial Partial

 Yes Yes Yes Yes Yes No

 Threaded Just Threaded Threaded and Just Threaded
 and Sweat Threaded and Sweat Compression Threaded and Sweat

Features

Easily fi eld serviced.

Increased ease of installation.

No corrosion or rust.

Dirt baffl e provides better
protection against dirt
clogging and fouling.

Easier fi eld service – internal
components can be removed

and serviced without detaching
unit from the pipe.

Application fl exibility.

Honeywell SpiroVent Jr. Bell & Gosset Caleffi  Danfoss Taco 4900
SuperVent  EASB Jr. Discal DBC Air Separators The Honeywell Advantage

Threaded
and Sweat
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